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GENERAL INFORMATION - ALL DIMENSIONS GIVEN IN INCHES NET BLOCK 
WEIGHT 

lbs. 

SAFE WORKING 
LOAD 
 lbs.

CATALOG NUMBER A B C D E F G H I

MDL52-12-UL 12.5 10 2.25 1.19 5 1.88 20.56 6.5 6.08 20 4,000

MDL52-16-UL 16.5 14 2.38 1.44 5 2 25 6.5 6.23 26 6,000

MDL52-22-UL 22 18 3.56 1.63 6.14 3.13 30.75 6.74 7.5 57

8,000MDL52-28-UL 28 24 3.56 1.63 6.75 3.2 38.3 6 7.5 65

MDL52-34-UL 34.25 30.31 3.56 2.19 6.12 3.31 43.09 6.5 7.56 83

MDL52S-36-UL 36 32 3.56 2.5 6.75 3.19 46.03 6.5 7.81 125 12,000

SINGLE CONDUCTOR

FULL FRAME

MDL52

UL: URETHANE LINED

OPTIONAL GROUNDS ARE AVAILABLE

WEIGHTS DO NOT INCLUDE THE WEIGHT OF THE GROUND ATTACHMENT. PLEASE REFER TO THE 
GROUND ATTACHMENTS ON PAGE 29
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