SINGLE CONDUCTOR
HELICOPTER

GENERAL INFORMATION - ALL DIMENSIONS GIVEN IN INCHES NET BLOCK SAFE WORKING
WEIGHT LOAD
Ibs. Ibs.

CATALOG NUMBER B Cc D E F G

MDL62-12-UL 12,5 10 2.25 119 4,94 1.88 20.22 . 20 4,000
MDL62-16-UL 16.5 14 2.38 1.44 4.94 2,07 24,22 . 26 6,000
MDL62-22-UL 22 18 3.56 1.63 6.03 3.28 29.84 . 59
MDL62-28-UL 28 24 3.56 1.63 6.06 3.28 35.97 . 67 8,000
MDL62-34-UL 34.25 | 30.31 3.56 219 747 3.28 43.66 . 83

MDL62S-36-UL 36 32 3.56 25 8.48 3.19 46.71 f 12,000

WEIGHTS DO NOT INCLUDE THE WEIGHT OF THE GROUND ATTACHMENT. PLEASE REFER TO

THE GROUND ATTACHMENTS ON PAGE 29 UL: URETHANE LINED

FLY ARM ATTACHMENT AVAILABLE

OPTIONAL GROUNDS ARE AVAILABLE

CONTACT US FOR PRICING AND AVAILABILITY  1-800-666-6567




