
STANDARD FEATURES 

• Front Hitch Adjustable 3” Lunette eye 
• Lighting DOT regulation (LED) 
• Electrical Plug 6-way pin
• Front Jack Manual crank type
• Tires 235/75R17.5 LR H
• Axle(s) Triple 12,000 lbs. capacity each
• Suspension Slipper spring
• Trailer Brakes Electric w/ battery & breakaway switch
• Safety Chain w/ hooks

MODEL T-3RC-90X52-30 SPECIFICATIONS 

DIMENSIONS & WEIGHT 
• Unit Length 32’2” 
• Unit Width 8’ 
• Unit Height (fairlead retracted) 9’8”
• Unit Height (fairlead extended) 14’8”
• Net Weight 6,460 lbs. 
• GVWR (Trailer) 38,886 lbs. 
• GAWR 34,000 lbs. 

REEL CARRIER 
• Reel Quantity Three (3) 
• Max. Reel Diameter 90” 
• Max. Reel Width 52” 
• Max. Reel Weight 10,000 lbs. 
• Spindle Diameter 2 ¾”  
• Reel Loading Quick change type 

OPERATING FEATURES 
• Quick change type reel and spindle assemblies lift straight out

of the unit without having to shift to the side.  No tools are
required for reel removal.

The Wagner-Smith Equipment Co. T-3RC-90X52-30 
is a trailer-mounted reel carrier unit that is designed to 
transport conductor reels up to 90” in diameter, 52” 
wide and weight of up to 10,000 lbs. per reel. The reel 
spindles are quick-change type that requires no hand 
tools for changing the reels.  Reel change is accom-
plished by opening two flip-open bearing caps and lift-
ing the reel spindle straight up.  

T-3RC-90X52-30

1-800-666-6567
wagnersmithequipment.com

47090-14R


