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OPERATING FEATURES

® Quick change type reel and spindle assemblies lift straight
out without having to shift to the side. *No tools required*

T-U3RC-120X60

® No-hassle maintenance

® Versatility in size of spool

® All wiring protected within frame

® Engineered for optimum performance and safety

STANDARD FEATURES

® Front Hitch Adjustable 3” lunette eye
® Lighting DOT regulation
® Electrical Plug 6-way pin MODEL T-U3RC-120X60 SPECIFICATIONS
 Front Jack Mamal crack type UNIT PERFORMANCE - REEL CARRIER
® Stabilizer Jacks Four crank type
® Tires 225/75R15 ® Quantity Three (3)
® Axle (s) Triple 6,000 Ib. capacity each ® Max. Reel Diameter 120”
® Suspension Slipper spring ® Max. Reel Width 60”
® Brakes Electric with wet cell battery and ® Max. Reel Weight 4,500 lbs. (each)
breakaway switch ® Trailer Payload Rating 13,560 Ibs.
® Wheel Chocks Wheel chocks with holders e Spindle Diameter 21,
® Reel Loading Quick change type without tools
DIMENSIONS & WEIGHT
® Unit Length 34°27
® Unit Width 8
® Net Weight 3,940 lbs
® GVWR 17,500 Ibs.
® GAWR 15,240 Ibs.
® Tongue Load (Empty) 300 lbs.
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